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Solenoid Operated Directional Valve
Model: WE10...3X

@ Size 10
@ Maximum working pressure 315 bar

@ Maximum working flow 120 L/min

Function description, sectional drawing 02 @ Solenoid operated directional
Models and specifications 03 spool valve
Functional symbols 04 @ Wet-pin DC or AC solenoids
) @ The solenoid coil can be rotated by 90°
Technical parameters 05 o )
@ Replace the coil without releasing
Characteristic curve 06 .
the oil
Characteristic limit 06-07 @ Individual or central electrical
Component size 08-09 connection, optional

@ Optional manual emergency

operation
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Function description, sectional drawing Models and specifications

The WE10 directional valve is a directional spool valve operated by solenoids, It controls the
opening, closing, and flow direction of the liquid flow. ‘ \WE\IO\ i3><\ 7 ‘ C ‘ ‘ ‘ 7 ‘
| |

The directional valve is mainly composed of valve body (1), one or two solenoids (2), control
. ) . 3way =3
spgol (3), and one ortyvo resgt §prmgs (4): Without poyver on, Fhe control spool (3) is under the dway =4 more information in text
action of the reset spring (4), it is in the middle or original position (except impulse type). The —_
control spool (3) is operated by the wet-pin solenoid (2). size 10 =10
ot To ensure proper function, the pressure chamber of the solenoid must be filled with oil. The function symbol sealing material
force of solenoid (2) acts on control spool (3) and push it from the stationary position to the No code= NBR seals
terminal position. In this way, the pressure oil flows from P to Aand B to T, or from P to B and A 30 to 39 series =3% V= " ';KM searls
to T. After the solenoid (2) powered off, the reset spring (4) push the control spool (3) towards (30to 39§eri¢sinstallation and (consult for other seals)
the middle position. As an optional "emergency manual operation" (5), it can change the connection size unchanged) .
position of control spool (3) without solenoids. No code = no plug-in throttle port
B08= throttle port diameter 0.8mm
with reset spring = No code B10= throttle port diameter 1.0mm
. B Bl2= throttle port diameter 1.2mm
no reset spring =0

no reset spring, with detent ~ =OF

single connection

wet pin solenoid with detachable coil =C Ka= noinsert plug
4= standard plug
Z51= large right angle lamp plug
12V DC =G12 FS2= deutsch waterproof plug
23JDC =624 centralized connection
‘ 28V DC =628 _ X
TAA P B TB 220V AC-50Hz/240V AC-60Hz =W220 DL= connection box with lamp
Model 4WE10...3XJ 220V AC with rectifier =W220R
Model WE10... 3XJ/OF... (impulse spool valve), with detent
(Only for symbols A, C and D) with hidden manual emergency operation =N9
This model is a two-position directional valve with two solenoids and detents, (standard)
In this way, the control spool can be held in any position and the solenoids do not need to be no manual emereency operation —No code
continuously energized. gency op
Plug-in throttle valve (model 4WE10.../.../B...)
If the flow exceeds the power limit of the valve during the direction changing process under
the given working conditions, it is recommended to insert a plug-in throttle into port P.
Model WE10... 3XJ/O... type
(Only for symbols A, Cand D)
This model is a directional vale with
two solenoids, two-position switch
but no detent.
Regardless of its position, one of the
solenoids must be powered on, and @\
there is no exact switching position Pa
when power is off. Plug-in throttle
Model 4WE10...3XJ/OF... (Impulse spool valve)
0122 0123
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Function symbols Technical parameters

Overview
Transition function spool valve function Transition function  spool valve function Installation position 22201110 (NBRseal)
AB AB AB AB Environment temperature range °C :20 tZ 150 (FKM 2221)
@] LbT al/]% PbTVV b il 1P°T1 L a 2 POT b b Weight Central connection Individual connection
AB AB AB AB Valve with one solenoid kg | 4.4 (DC);3.6 (AC) 4.3 (DC);3.5 (AC)
01 oo Foe o ] - A — Valve with two solenoids kg | 6.0 (DC); 44 (AC) 5.9 (DC); 4.3 (AC)
PT PT PT PT ydraulic
AB AB AB _ .
1] Bl b o Wl woking pressre o T har | 21050 60 G0
PT PT . PT PT V\{lhen tt?[e working presiu_rre exctegdsthz oo
= \V/ allowable pressure, port T must be used as drain
(The T port serves as the drain port) ’AMI' 'I‘HIII =E port for Syr|:1)1 bols A ar?d B.
’I« ll m‘l’ -C lIIE“HIHM Illlﬂm -F Maximum flow L/min | 120
Flow cross symbol V mm? | 11 (A/B—T);10.3 (P—A/B)
M D o HHIEHX  HslX] =e section symbolW e | 25 (WB=T)
& o XHHHL [XEL -+ g, vt EI LB TTS
’ al Ib ‘ aM a ‘ b mb QOil fluid Mineral oil (HL, HLP)? in accordance with DIN 51524;
o — P T ’Immul’ mﬂllll -] Fast living organisms Degraded oil according to
‘1/;1 LH L‘ ‘L//H L‘ . - VDMA 24568; HETG (Rapeseeq oil)?; HEPG(Polyeth-
B (The T port sTerveTs as_the drain port) ’Am-.mnll mﬁlll =L yleneglycolj” ; HEES (Synthefic Fats)
X I Hf { X f ; -y AT [X]HE] v Oil temperature range °C | -30to+80 (NBRseal)
N A B -20 to +80 (FKM seal)
IIE“EE»I‘ HEIX] =p Viscosity range mm?/s 2.8t0 500
DR X - Cleanliness of o i 2Py pellution fevelofols
\V ] \V [] Electrical
'Am:l MHI:I 4 Voltage type DC AC
IIIEHH'A lIIHM =T Voltage available ¥ v 12,24, 42,60, 96,110, 42,110, 220,230
\V; \V/ 180, 205, 220 50/60Hz
"Mlﬂl‘" MHIIII =V Allowable voltage tolerance % + 10
\YARY ] VAR
N KO (X - . - :
the function symbol EA means ’Im al nll K‘H“II =W Holding power VA - i
the solenoid on side A. Impact power VA - 550
Power rate Continuous operation
Switching time On ms 45t0 60 15t025
101506403 Off ms 20t0 30 20030
Switching frequency Times/h to 15000 to 7200
Protection class to DIN 40050° IP 65
Insulation grade VDE 0580 F H
Maximum coil temperature ® °C 150 180
1) For NBR seal and FKM seal.
2) Only for FKM seal.
3) The oil must meet the cleanliness degree requested by the components in the hydraulic system.
Effective oil filtration can prevent failure and increase the service life of the components.
0124 0125

www.belimportsnab.by www.belimportsnab.by



www.belimportsnab.by
Characteristic curve Characteristic limit

(Measured when using HLP 46, 9,,= 40°C % 5°C) (Measured when using HLP 46, 3,,= 40°C & 5°C)

s Yol (I

/Ap-q,-Characteristic curve Valve with AC solenoid

10
14
13 //9 Function Flow direction gég 5 N -
1 778 |symbol [PtoA [PtoB [AtoT[BtoT - \\ 12 \ 2|1
01 ' 10 vAVA' I AB | 3 ]3| - | - 6 104 | f12]
<9 /- / /2 c 3 [ 3] 4] < 200
k<) /Y, //4 ‘ A :
v ? S A3 D,Y 5 5 6 6 ¢ 150 \ Characteristic curve | Function symbol
5 77 2
2 4 VBV 14 77, E 11 [ 4| 4 2 \7 ¢, C/0, C/OF
55 V72 F 2374 5 100 X ! D, /0, b/oF
T 4 L ) ==, oo ~ Y
4 A Z Z G 3 3 6 7 £ 50 SN = 5 EL
g2 - H 1|1 [ 6 | 71 R }7 U,QW
a1 3
0 ] J 1 |1 ]3] 3 10 20 30 40 50 60 70 80 90 100 110 120 7 AMB
10 20 30 40 50 60 70 80 90 100 110 120 L 2 2 3 5 Flow rate (L/min) — : YT
Flow rate (L/min) — M 1 1 4 5 2 /O, A/OF,
_ P 4 | 2 [ 5 [ 7 U —— £
Open position PtoA[BtoA[AtoT[PtoT 300 \ L6 7 F,P
R _ 9 N - Q 1 2 1 3 1 4 3 3 v
Open position |PtoA |[PtoB|BtoT|AtoT|PtoT R 3 6 4 - S 250 8 9 T
F a | - T T |3 3|6 |1 =200 i R
P - 5 8 - |10 v 11 R
6T - - 5 U,V 2 2 3 3 3 150 10 LU
W 2 2 4 5 b N : . ) "
H - - 3 C 100 N Applicable only in the middle position
I o 6 42V, 50Hz; 110V, 50Hz; 120V, 60Hz;
Characteristic limit < 50 127V, 50Hz; 220V, 50Hz; 240V, 60Hz;
(Measured when using HLP 46, 5,,= 40°C & 5°C) S 4
The indicated limit applies to two flow directions (e.g. from P to A and simultaneous return 10 20 30 40 50 60 70 80 90 100 110 120
oil flow from B to T). Flow rate (L/min) —
Due to the effect of hydraulic power inside the valve, the allowable power will be significantly
reduced when there is only one flow direction (e.g. from P to A, and the B oil port is closed). 315
The power limit is measured when the solenoid is at the operating temperature, at 10% below 300 \ Characteristiccurve | Functionsymbol
the standard voltage and without tank preloading. 1 250 8 ) C,C/0o, C/OF
Valve with DC solenoid = 2 516 A D, b/0, D/OF
© 1 Y
315 — - £ 200
300 Characteristic curve | Function symbol ~ 4 B AJO, AJOF
8 o N | N C,C/0, CIOF © L )
250 N 4 1 D, D/O, B/OF > 150 \\ 3 E
0 L5 \\ 24 LY ] 4 M
_ < 2 E £ 100 —
© 200 = i AJO, AJOF o 5 v
£ 6 3 3 LU J, QW £ 50 5 H
o 150 \\ 4, H, _ g 0
2 R 2 o 10 20 30 40 50 60 70 80 90 100110120 42V, 60Hz; 110V, 60Hz;
5 100 s 7 T Flow rate (L/min) — 127V, 60Hz; 220V, 60Hz;
2 8 8 F P imi
£ 50 > Please consult us for the powver limit
o 9 AB of the special valve spools!
= 0 10 v

10 20 30 40 50 60 70 80 90 100 110 120

Flow rate (L/min) — 1) Return oil flow
(Independent from area ratio)

2) Applicable only in the middle position
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Component size Size unit: mm Component size Size unit: mm

Valve with DC or AC rectified solenoid Valve with AC solenoid
6 7 6 8 9 8
? - P11 =)
01 lr% 066 Nre
. Ei pfjj §
= ==
= = & 0
llall "b" < (\1 l\
gu BRI il = = s %
Il ] %1 5 / - <@
‘ VI H TE
3 4 6| B2 J— [ i ol 2
1225 5 4 310 11 ] i
202.5 7 /
202.5
4 3 9 10
599 86.9
[710.01/100m] 166.9
21 Y 166.9
2278
013 924 7 7
/ 54 192 Required surface finishing 7 { [7]0.01/100mn]
/ | & & of mating components 2
— - FA/; % B .
0| ﬁ B o NENE; {
©lE i - TAMB@ 1 924 7 7
/ 54 19.2 Required surface finishing
of mating components
50.8 /
1.Size of 3-position valve 37.3 2|3 @ 50.8
2.Size of 2-position valve 27 ~ 373
3 Hidden emergency button 16.7| 27
4 Solenoids 4XM6;/12 32 167
50-ring 12x2 (for‘port P, A, B, T)‘ | [Nt - AXME /12 32 o
6 Plug for valve with one solenoid N ] <
7 Name plate A Moo N <
~ —|
8 Deutsch plug ) - Moo
9. Space required to remove the plug ] 1.S}ze of3—p05{t{on valve N
10, 12 Size when three sides not machined 54 5X®10.5Maximum ili"zdedOf 2-position vatl)ve
11, 13 Size when surface millin idden emergency buttons i 54 5X®10.5
g 4 Solenoids Valve fixing screw Maximum
\ X A . . _— e 50-ring 12x2 (for port P, A, B, T) M6X40f}0.9 grade GB/T70.1-2000
SurE:Tateenigdegf separately if connection subplate is needed. 6 Plug for valve with one solenoid Tightening torque M,=13.7Nm
G66/01 (G3/8") ; G66/02(M18x1.5) Valve fixing screw ; gag;ee [rjtleatueired 10 remove the blu It must be ordered separately if
G67/01 (51/2"); G67/02(M22xL.5) M6x40-10.9 grade GB/T70.1-2000 pacereq . pue - connection subplateis needed.
G534/01 (G3/4") ; G534/02(M27x2) Tightening torque M,=13.7Nm 9, 11 Size when three sides are not machined  Subplate model:
e 10, 12 Size when surface milling G66/01 (G3/8") ; G66/02(M18x1.5)
G67/01(G1/2"); G67/02 (M22x1.5)
G534/01 (G3/4") ; G534/02 (M27x2)
0128 0129
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